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INTISARI 

Selama ini limbah partikel kayu ulin banyak dihasilkan namun tidak 

pernah dimanfaatkan secara baik. Oleh karena itu peneliti tertarik untuk 

memanfaatkan partikel arang kayu sebagai penguat dalam pembuatan komposit 

partikel dengan matrik epoxy. Dalam penelitian dilakukan tiga pengujian untuk 

mengetahui nilai koefisien gesek, nilai keausan spesifik, dan nilai keuletan dari 

komposit berpenguat partikel arang kayu ulin bermatrik epoxy, sebagai alternatif 

pengganti bahan kampas rem. 

Partikel yang digunakan adalah partikel kayu ulin yang sudah diarangkan 

pada suhu 200°C selama 120 menit. Pengikatnya yakni epoxy menggunakan 

perbandingan 50:50 untuk resin dan hardenernya. Pembuatan komposit dilakukan 

dengan mengunakan metode cetak. Benda uji komposit yang digunakan memiliki 

kandungan fraksi volume partikel arang kayu ulin sebesar 20%, 30%, dan 40%. 

Nilai koefisien gesek dicari dengan menggunakan media piringan cakram dengan 

air sebagai pemberat. Nilai keausan spesifik dicari dengan menggunakan alat uji 

keausan Oghosi High Speed Universal Wear Testing Machine (Type OAT-U) dan 

lebar keausannya dilihat menggunakan mikroskop pembesaran 50 kali. Bentuk 

benda uji koefisien gesek dan keausan memiliki ukuran 30x30x10 (mm). Nilai 

keuletan dicari dengan menggunakan alat uji impak Charppy dan bentuk benda uji 

yang digunakan mengacu pada standar ASTM A370. 

Hasil pengujian keausan mendapatkan nilai keausan spesifik terbaik pada 

komposit dengan fraksi volume penguat 40% yaitu sebesar 4,63x10
-8

 mm
2
/kg. 

Pada koefisien gesek nilai tertinggi terdapat pada komposit dengan fraksi volume 

penguat 40% yaitu sebesar 0,54. Pada keuletan tidak didapat selisih yang 

siknifikan, namun keuletan tertinggi terdapat pada komposit dengan fraksi volume 

20% yaitu sebesar 0,00339 joule/mm
2
. Berdasarkan hasil pengujian keausan dan 

koefisien gesek, komposit dengan fraksi volume penguat 40% layak untuk 

digunakan sebagai kampas rem karena lebih baik ketahanan geseknya tetapi 

ketahanan ausnya masih kurang dibandingkan kampas rem yang ada dipasaran 

 

Kata kunci: Komposit, Epoxy, Partikel, Koefisen gesek, Keausan Spesifik, Nilai 

keuletan. 
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ABSTRACT 

During this time, there are so many waste production from the particle of 

ulin wood but it never be useful wisely. Therefore, this research is useful for the 

particle of ulin wood as the reinforced in making particle composite with epoxy 

matrix. It is held three tests to know the results of friction coefficient, specific 

wear resistant, and ductility from ulin charcoal particle composite with epoxy 

matrix as the alternative stuffs for break canvass.  

The particle of ulin wood that was sifted and sorted by researcher then was 

burnt in 200˚C oven in 120 minutes. The binding was epoxy which have ratio 

50:50 for resin and hardener. The production of composite used matrix method. 

The composite that was used in this research had the reinforced with the amount 

of mix volume fraction was 20%, 30%, and 40%. The results of friction 

coefficient are found by using disc plate media with water as the load. The 

experiment of friction coefficient was conducted with the simple scales that used 

disc media with water as standard comparison. The experiment was conducted 

with wear resistant experiment tools which was Oghosi High Speed Universal 

Wear Testing Machine (Type OAT-U) and the wide of wear resistant could be 

seen at microscope using 50 times zoom in.  The shape of friction coefficient 

referred to wear resistant experiment tools with 30x30x10 (mm)in size. The 

perseverance results were conducted with the Charppy and shape of impact 

experiment tools referred to the standard of ASTM A370.  

From the wear resistant experiment result, the best specific wear resistant 

experiment was in composite with 40% reinforced volume fraction which was 

4,63x10
-8

 mm
2
/kg and the highest friction coefficient with 40% reinforced volume 

fraction which was 0,54. The level of density was relatively equal, but the highest 

level of composite with 20% volume fraction was 0,00339 joule/mm
2
. Based on 

the result of wear resistant and friction coefficient experiment, the composite with 

40% reinforced volume fraction almost proper to be used as brake canvass 

because of its better friction endurance but the wear resistant endurance was still 

limit compared to the brake canvass in general.  

Key words: Composite, epoxy, particle, friction coefficient, specific Wear 

resistant, ductilitiy. 
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