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INTISARI 
 

 Dalam dunia kedokteran terdapat suatu pemantau keadaan pasien yang 

dapat memperlihatkan sinyal jantung manusia, jumlah denyut jantung. Penelitian 

ini akan mepresentasikan pendeteksi jumlah denyut jantung dan sinyal jantung 

menggunakan mikrokontroler AT89S52. Unit antarmuka digunakan beberapa 

rangkaian seperti rangkaian penguat, filter, dan pengubah analog ke digital 

(ADC). Penelitian ini hanya mempunyai fungsi untuk menampilkan sinyal jantung 

dan jumlah denyut jantung manusia ke LCD. Hasil dari aplikasi ini adalah jumlah 

denyut jantung yang ditampilkan pada LCD dan jumlah denyut jantung berada 

pada 60-100 denyut per menit (BPM) dengan resolusi ketelitian 6 BPM. 

 

Kata Kunci : Aplikasi Mikrokontroler, Pemantau denyut jantung 
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ABSTRACT 

 In the medical world there have patient monitoring which can show heart 

signal of human, heart rate  of human body This project is presenting about 

detection of heart rate and heart signal of human body using AT89S52 

microcontroller. The interface unit use several processing circuit such as amplifier 

circuit, filter and Analog to Digital Converter(ADC). As follows a main 

processing which is produced by interface circuit. This project  espiciallly just 

have function to show heart signal and heart of human body in LCD. The result of 

this appliance is heart rate which is show in LCD and heart rate value in boundary 

of range 60-100 BPM with resolution 6 BPM . 

 

Keyword : Microcontroller Application, Heartbeat Monitor. 
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