
viii 
 

INTISARI 

 

Kincir angin propeler berbahan kayu merupakan salah satu jenis pembangkit listrik 

energi terbarukan yang dapat dikembangkan di Indonesia. Untuk dapat memantau kinerja 

kincir angin dibutuhkan suatu sistem akuisisi data yang dapat mengumpulkan data-data yang 

terkait dengan karakteristik pada kincir angin yang direkam oleh sistem data logger. Oleh 

karena itu, dibuat sistem yang dapat mengirimkan data dari setiap sensor sistem data logger 

secara nirkabel (wireless) pada sebuah aplikasi akuisisi data. 

Sistem ini menggunakan papan Arduino Uno Rev3 sebagai pengirim data sensor yang 

diterima dari sistem data logger. Data dikirimkan secara nirkabel dengan menggunakan 

modul radio XBee-PRO (S2B). Kemudian, data akan diterima oleh sistem penerima dan 

diolah menggunakan program aplikasi akuisisi data. Data sensor yang dikirimkan adalah 

sensor tegangan, sensor arus, sensor kecepatan poros kincir, sensor kecepatan angin, dan 

sensor arah angin. Pengiriman data dilakukan setiap 10 detik, dan data akan di tampilkan 

dalam bentuk teks, animasi alat ukur, tabel, dan grafik secara real-time pada aplikasi akuisisi 

data. 

Sistem akuisisi data kincir angin propeler berbahan kayu ini sudah dapat 

diimplementasikan pada kincir angin tersebut. Sistem ini sudah diuji dengan menggunakan 

kecepatan transfer data 9600 bps. Dari hasil pengujian tersebut menunjukkan bahwa 

pengiriman data dalam ruang dapat mencapai jarak 50 meter dengan tingkat keberhasilan 

92%, sedangkan untuk pengiriman luar ruang dapat mencapai jarak 100 meter dengan tingkat 

keberhasilan 100%. Data yang diterima dari sistem pengirim ditampilkan secara real-time 

dan disimpan sebagai basis data menggunakan program aplikasi akuisisi data. 
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ABSTRACT 

 

Propeller windmill made of wood is one kind of renewable energy power plants which 

can be developed in Indonesia. In monitoring the wildmill’s performance, it needs data 

acquisition system which can collect the data related to the windmill’s characteristic which 

is recorded by data logger. Hence, it was made a system which sent the data of each sensor 

of data logger system wirelessly in the application of acquisition data. 

This system uses Arduino Uno Rev3 as the sensor data transmitter which received 

from the data logger system. The data was transmitted wirelessly by using XBee-PRO (S2B) 

radio module. Then, the data was received by the receiver system and processed by using 

application of data acquisition. The sensor data which is transmitted is voltage sensor, blades 

rotation speeds sensor, wind speed sensor, and speed direction sensor. The data transmission 

is done in every 10 seconds, and the data would be presented in form of text, animation 

instrument, table, and graphic through real time in the application of data acquisition system. 

Data acquisition system of propeller windmill made of wood can be implemented on 

it. This system has been assessed by using 9600 bps baud rate. After assessing the system, it 

showed that the data transmission which was done inside the room reached 50 meters and 

the success level was 92%. While, the data transmission which was done outside the room 

reached 100 meters and the success level was 100%. Finally, the data which was received 

from the transmission system was presented in real time and saved as basis data by using 

application of acquisition data. 
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